
Gaseous or liquid 
oxygen distance 
requirements

Air Products recommends the following distance 
requirements when evaluating your site.
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Buildings of Wood 
Frame Construction

Air Intake: General

5,000 scfh or less 
(Consult Safety for 
large compressors)

Sewer - from Fill Connection Including Delivery TrailerO
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Air Intake: Small Air Compressors
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17' with firewall

50'
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Overhead Power Lines 
(Distance measured  
in plan view)

Miscellaneous

Parked Vehicles

Places of Public 
Assembly

Protective Structures/ Fire Wall

3' with firewall
Public Sidewalk

Open Flames 
or Welding

Buildings Other than Wood Frame Construction

Overhead Power Lines 
for Electric Trolly Train or 
Bus (Distance measured 
in plan view)

Property Lines which 
may be built upon
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For more information , 
please contact us at:

Corporate Headquarters 
Air Products and Chemicals, Inc.
7201 Hamilton Boulevard
Allentown, PA 18195-1501
T 800-654-4567
T 610-706-4730
F 800-272-4449
F 610-706- 6980
gigmrktg@airproducts.com
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50'

50'

75'

75'

8.5' with firewall

17' with firewall

17' with firewall

25' with firewall

Rapidly-burning 
Combustible Solids

Underground Tank

Brush or Dry Vegetation15'

Non-flammable Cryogens

Class III B 
Combustible Liquids

LHY Tank

Vent or Fill Connection

Flammable and Combustible Liquid

Non-liquefied or 
Dissolved Gases  
(More than 25,000 scf)
Flammable Gas

Flammables, Combustibles, and Oxidizers

distance in feet

3'

5' with firewall 15'

25'

25'8.5' with firewall

25' to mechanical joints15' to welded joints

25'8.5' with firewall

Liquefied Gas  
Flammable and Combustible Liquid 

Slow-burning Combustible Solids (i.e. coal)

Flammable 
Pipelines 

(less than 1,000 gal.)

Non-liquefied or Dissolved Gases  
(25,000 scf or less)

Above-ground Storage

Flammable Gas

25'8.5' with firewall

5' with firewall 15'

Liquefied Gas  
Flammable and 
Combustible Liquid 

(more than 1,000 gal.)

Above-ground Storage
50'
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